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220V single phase/380V three phase/525 three phase

Plastic Frame

Hanging Steel Frame Standing Steel Frame

Plastic Frame

VARIABLE SPEED DRIVE
Frequency Inverter
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SERIES CASE MODEL
POWER 

ADAPTER 
(KW)

SIZE (MM)

A B H W D d

F3053

302

F2/3053F0040L43 4.0
147.4 236 250 160 194.5 5.0F2/3053F0040L53 4.0

F2/3053F0055L43 5.5
F2/3053F0075L43 7.5

205.6 303.6 322 220 193.5 6.0
F2/3053F0075L53 7.5

305

F2/3053F0007L21 0.75

110 169.6 179.6 120.1 150.3 4.0

F2/3053F0015L21 1.5
F2/3053F0022L21 2.2
F2/3053F0007L43 0.75
F2/3053F0015L43 1.5
F2/3053F0022L43 2.2
F2/3053F0030L43 3 147.4 236 250 160 194.5 5.0
F2/3053F0022L53 2.2 110 169.6 179.6 120.1 150.3 4.0

  317

F2/3053F0110L43 11.0
205.6 303.6 322 220 193.5 6.0

F2/3053F0150L43 15.0
F2/3053F0185L43 18.5 175 455 472 295 222 6.5
 F2/3053F0110L53 11.0

205.6 303.6 322 220 193.5 6.0
 F2/3053F0150L53 15.0

030

F2/3053F0220L43 22.0
175 455 472 295 222 6.5

F2/3053F0300L43 30.0
F2/3053F0370L43 37.0 230 564.5 580 380 270 7.0
F2/3053F0185L53 18.5

175 455 472 295 222 6.5F2/3053F0220L53 22.0
F2/3053F0300L53 30.0
F2/3053F0370L53 37.0

230 564.5 580 380 270 7.0
045

F2/3053F0450L43 45.0
F2/3053F0450L53 45.0

Dimensions

Model name breakdown

1: Single phase output 3: Three phase output
Input voltage: 2-220V 4-380V
Freq. range: L: 0 - 400Hz
Applicable motor: 0007 is 7.5kW, 0015 is 1.5kW
Series: F - intelligent water pump controller
Series Name

F3053 - F 0007  L  2  3
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Selection table

VOLTAGE MODEL
OUTPUT 
POWER

(kW)

APPLICABLE 
MOTOR

(HP)

RATED 
CURRENT

(A)

(1PH - 3PH)
220V

F0007L23 0.75 1 4.1
F0015L23 1.5 2 7.0
F0022L23 2.2 3 10.0
F0030L23 3.0 4 13.0

(3PH - 3PH)
380V

F0007L43 0.75 1 2.5
F0015L43 1.5 2 3.7
F0022L43 2.2 3 5
F0030L43 3 4 6.5
F0040L43 4 5 9.5
F0055L43 5.5 7 12.5
F0075L43 7.5 10 17.5
F0110L43 11 15 24
F0150L43 15 20 33
F0185L43 18.5 25 40
F0220L43 22 30 46
F0300L43 30 40 58
F0370L43 37 50 80
F0450L43 45 60 91

(3PH - 3PH)
525V

F0022L53 2.2 3 3.6
F0040L53 4 5 6.9
F0075L53 7.5 10 14
F0110L53 11 15 19.2
F0150L53 15 20 26.4
F0185L53 18.5 25 32
F0220L53 22 30 36.8
F0300L53 30 40 46.4
F0370L53 37 50 64
F0450L53 45 60 72.8

VARIABLE SPEED DRIVE
Frequency Inverter
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ITEM SPECIFICATIONS

Control Model SPWM
Input 220V: 220±15%; 380V: 380±15%;  525V: 525±15%

Output Voltage 0~input voltage
5-Digit Display & Status 

Indicator light
This shows frequency, current, speed, voltage, set pressure, 

current pressure, fault and so on
Communication Control RS-485
Operating Temperature -10~400C

Ambient Humidity 0-95% relative humidity (non-condensing)
Vibration <0.5G
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Range 0.10~400.0Hz
Setting Resolution Digital: 0.1Hz; Analogue: 1% maximum frequency
Output Resolution 0.1Hz
Keyboard Setting 

Mode Set by up/down keys

Analogue Setting 
Mode External voltage 4-20mA, 2-10V

Other Functions Frequency limits, running frequency, frequency stop, three 
adjustable carrier frequencies can be set separately
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Overload Electronic relay protection motor drive 
(for constant torque 150%/1min)

Low Voltage 220V: DC Voltage<200V; 380V: DC Voltage<350V;  
525V: DC Voltage<472V

High Voltage 220V: DC Voltage>242V; 380V: DC Voltage>420V;  
525V: DC Voltage >578V

Instant Stop and 
Restart Restarted by frequency track after instantaneous stop

Stall Prevention Anti-stall during acceleration/deceleration run
Output short circuit Electronic circuit protection

Other functions
Fin over-heating protection, restriction of reverse running, 
direct start after power on, fault reset, parameter lock PID, 

one-drive-more, etc.

TECHNICAL SPECIFICATIONS


