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MODEL
DN

DIMENSIONS (mm) WEIGHTS (kg)

P M(S) M(T) T(S) T(T) P M(S) M(T) T(S) T(T)1 - 
220-240V

3 - 
380 - 415V

4SDM2/7 4SD2/7 11/2” 392 299 299 691 691 3.3 5.5 5.8 8.8 9.1
4SDM2/9 4SD2/9 11/2” 440 314 314 754 754 3.8 6.7 6.7 10.5 10.5

4SDM2/12 4SD2/12 11/2” 514 329 329 843 843 4.6 7.3 7.3 11.9 11.9
4SDM2/14 4SD2/14 11/2” 562 344 344 906 906 5.0 8.0 8.0 13.0 13.0
4SDM2/16 4SD2/16 11/2” 611 359 344 970 955 5.5 8.7 8.0 14.2 13.5
4SDM2/19 4SD2/19 11/2” 684 379 379 1063 1063 6.2 9.8 9.8 16.0 16.0
4SDM2/22 4SD2/22 11/2” 789 399 379 1188 1168 7.0 10.6 9.8 17.6 16.8
4SDM2/25 4SD2/25 11/2” 862 424 424 1286 1286 7.7 11.7 11.7 19.4 19.4
4SDM2/28 4SD2/28 11/2” 936 449 424 1385 1360 8.4 12.9 11.7 21.3 20.1
4SDM2/34 4SD2/34 11/2” 1082 502 514 1584 1596 9.7 15.7 15.7 25.4 25.4
4SDM2/40 4SD2/40 11/2” 1228 542 514 1770 1742 10.9 17.7 15.7 28.6 26.6
4SDM2/46 4SD2/46 11/2” 1406 594 554 2000 1960 12.4 19.8 17.7 32.2 30.1

- 4SD2/52 11/2” 1553 - 594 - 2147 13.9 - 19.8 - 33.7
- 4SD2/58 11/2” 1699 - 658 - 2357 15.8 - 21.4 - 37.2
- 4SD2/65 11/2” 1901 - 698 - 2599 17.5 - 23.7 - 41.2

4SDM3/5 4SD3/5 11/2” 355 299 299 654 654 2.8 5.5 5.8 8.3 8.6
4SDM3/7 4SD3/7 11/2” 409 314 314 723 723 3.4 6.7 6.7 10.1 10.1

4SDM3/10 4SD3/10 11/2” 490 329 329 814 819 4.1 7.3 7.3 11.4 11.4
4SDM3/11 4SD3/11 11/2” 517 344 344 861 861 4.4 8.0 8.0 12.4 12.4
4SDM3/13 4SD3/13 11/2” 571 359 344 930 915 4.9 8.7 8.0 13.6 12.9
4SDM3/15 4SD3/15 11/2” 624 379 379 1003 1003 5.4 9.8 9.8 15.2 15.2
4SDM3/18 4SD3/18 11/2” 737 399 379 1136 1116 6.2 10.6 9.8 16.8 16.0
4SDM3/20 4SD3/20 11/2” 790 424 424 1214 1214 6.7 11.7 11.7 18.4 18.4
4SDM3/22 4SD3/22 11/2” 844 449 424 1293 1268 7.3 12.9 11.7 20.2 19.0
4SDM3/26 4SD3/26 11/2” 952 502 514 1454 1466 8.3 15.7 15.7 24.0 24.0
4SDM3/30 4SD3/30 11/2” 1059 542 514 1601 1573 9.3 17.7 15.7 27.0 25.0
4SDM3/35 4SD3/34 11/2” 1194 594 554 1664 1748 10.6 19.8 17.7 30.4 28.3

- 4SD3/40 11/2” 1360 - 594 - 1954 11.9 - 19.8 - 31.7
- 4SD3/45 11/2” 1494 - 658 - 2152 13.2 - 21.4 - 34.6
- 4SD3/50 11/2” 1629 - 698 - 2327 14.5 - 23.7 - 38.2
- 4SD3/56 11/2” 1790 - 738 - 2528 16.1 - 25.5 - 41.6
- 4SD3/62 11/2” 1983 - 788 - 2771 17.6 - 28.0 - 45.6

4SDM4/6 4SD4/6 11/2” 396 314 314 710 710 3.2 6.7 6.7 9.9 9.9
4SDM4/8 4SD4/8 11/2” 454 329 329 783 783 3.7 7.3 7.3 11.0 11.0
4SDM4/9 4SD4/9 11/2” 484 344 344 828 828 4.0 8.0 8.0 12.0 12.0

4SDM4/10 4SD4/10 11/2” 513 359 344 872 857 4.3 8.7 8.0 13.0 12.3
4SDM4/12 4SD4/12 11/2” 571 379 379 950 950 4.8 9.8 9.8 14.6 14.6
4SDM4/14 4SD4/14 11/2” 630 399 379 1029 1009 5.3 10.6 9.8 15.9 15.1
4SDM4/16 4SD4/16 11/2” 688 424 424 1112 1112 5.9 11.7 11.7 17.6 17.6
4SDM4/18 4SD4/18 11/2” 778 449 424 1227 1202 6.4 12.9 11.7 19.3 18.1
4SDM4/21 4SD4/21 11/2” 866 502 514 1368 1380 7.2 15.7 15.7 22.9 22.9
4SDM4/24 4SD4/24 11/2” 953 542 514 1495 1467 8.1 17.7 15.7 25.8 23.8
4SDM4/28 4SD4/28 11/2” 1070 594 554 1664 1624 9.1 19.8 17.7 28.9 25.8

- 4SD4/32 11/2” 1167 - 594 - 1781 10.2 - 19.8 - 30.0
- 4SD4/36 11/2” 1335 - 658 - 1993 11.3 - 21.4 - 32.7
- 4SD4/40 11/2” 1452 - 698 - 2150 12.4 - 23.7 - 36.1
- 4SD4/45 11/2” 1598 - 738 - 2336 13.7 - 25.5 - 39.2
- 4SD4/50 11/2” 1744 - 788 - 2532 15.1 - 26.0 - 43.1
- 4SD4/56 11/2” 1951 - 848 - 2799 16.7 - 30.0 - 46.7
- 4SD4/62 11/2” 2126 - 908 - 3034 18.4 - 34.0 - 52.4

* M(S) is single phase motor, M(T) is three phase motor.
* T(S) is single phase motor, T(T) is three phase motor.

DIMENSIONS AND WEIGHTS

DN

100mm
P

M

T

95mm


