/ﬂ
LRP LEO B0

Circulation Pump

Materials Table

“ Part Material

1 Rotor
2 Thrust bearing adjusting mat Noryl
3 Thrust bearing rubber mat Silicon rubber
4 Thrust bearing Graphite
5 Front bearing Alumina
6 Pump support cover Stainless steel
7 Check ball Silicon rubber
8 Locking Stainless steel
Identification Codes o impelie rrO
10 Pump body Cast iron/Bronze
LRP 15 50 B I 130 1" Pump body insert Stainless steel 19
= 12 Back bearing Alumina
—I_— Distance between Inlet and Outlet (mm) 13 Con xg ssm Stakiess sieal
No identification=Cast iron pump body & threaded connection L) Gan brg esm seal Sillcon rubber
F=Cast iron pump body & flange connection a5 Stator cover(front) PAGS
B=Bronze pump body & threaded connection L £
Max. Head (dm) 17 Stator cover(back) PAG6
Inlet/Outlet Diameter (mm) 18 Fump shel ATCT
LEO Ci ion Pump 19 Drain plug Copper
20 ‘Speed regulation board
21 Terminal cover ABS
22 Terminal box PC
POWER (W) Max. Flow  Max. Head Inet/Outlet Pipe Size ~ N.W. Packing Size 2 Capacitor
2 1 (I/min) (m) (mm) (inch) (kgs) (mm)
LRP15-40/130 | 1~230V/50Hz | 74 | 54 | 34 | 40/30/22 | 4.0/33/23 | ®15 1 232 | 245 | 154x143x153
LRP15-40B/130 | 1~230V/50Hz | 74 | 54 | 34 | 40/30/22 | 4.0/3.3/23 | @15 1 241 | 254 | 154x143x153
LRP20-40/130 | 1~230V/50Hz | 74 | 54 | 34 | 45/35/25 | 4.0/3.3/23 | @20 15 237 | 25 | 154x143x153
LRP21-40F/120 | 1~230V/50Hz | 74 | 54 | 34 55/42/30 4.0/3.3/2.3 021 15 265 278 154x143x153 -
LRP25-40/130 | 1~230V/50Hz | 74 | 54 | 34 | 52/42/30 | 4.0/3.3/23 | @25 15 244 | 257 | 154x143x153 Hydraulic Performance Curves
LRP25-40/180 | 1~230V/50Hz | 74 | 54 | 34 | 55/42/30 | 4.0/3.3/23 | @25 15 255 | 2705 | 198x143x160
LRP32-40/180 | 1~230V/50Hz | 74 | 54 | 34 | 55/42/30 | 4.0/3.3/2.3 | @32 2 273 | 2885 | 198x143x160
LRP15-50/130 | 1~230V/50Hz | 85 | 60 | 40 | 40/32/23 | 4.5/3.8/25 | ®15 1 232 | 245 | 154x143x153
LRP15-50B/130 | 1~230V/50Hz | 85 | 60 | 40 | 40/32/23 | 4.5/3.8/25 | @15 1 241 | 254 | 154x143x153 12345578 oM Usoem
LRP20-50/130 | 1~230V/50Hz | 85 | 60 | 40 | 47/37/25 | 4.5/3.8/2.5 020 12 237 | 25 | 154x143x153 T2 3 4 5 67 8 9 1011 1213 14 WPGPM
LRP21-50F/120 | 1~230V/50Hz | 85 | 60 | 40 | 58/45/32 | 4.5/3.8/2.5 | 021 12 265 | 278 | 154x143x153 m ‘ E1()
LRP25-50/130 | 1~230V/50Hz | 85 | 60 | 40 | 55/43/28 | 45/3.8/25 | @25 15 244 | 257 | 154x143x153 |
LRP25-50/180 | 1~230V/50Hz | 85 | 60 | 40 | 60/47/32 | 45/3.8/25 | @25 15 255 | 2705 | 198x143x160 ¢ s E
LRP32-50/180 | 1~230V/50Hz | 85 | 60 | 40 | 60/47/32 | 4.5/3.8/25 | @32 2 273 | 2885 | 198x143x160 E —x
LRP15-60/130 | 1~230V/50Hz | 96 | 69 | 45 | 40/32/23 [ 55/45/28 | @15 1 232 | 245 | 154x143x153 g sl — %
LRP15-60B/130 | 1~230V/50Hz | 96 | 69 | 45 | 40/32/23 | 55/45/28 | @15 1 241 | 254 | 154x143x153 2
LRP20-60/130 | 1~230V/50Hz | 96 | 69 | 45 | 53/37/25 | 55/45/2.8 | @20 12 237 | 25 | 154x143x153 £ 03 60
LRP21-60F/120 | 1~230V/50Hz | 96 | 69 | 45 | 60/45/32 | 55/452.8 | o2 12 265 | 278 | 154x143x153 § Lpvelt
LRP25-60/130 | 1~230V/50Hz | 96 | 69 | 45 | 58/43/28 | 55/45/28 | @25 15 244 | 257 | 154x143x153 g 2 L
LRP25-60/180 | 1~230V/50Hz | 96 | 69 | 45 | 66/47/32 | 55/45/28 | @25 15 255 | 2705 | 198x143x160 3 Level 3
LRP32-60/180 | 1~230V/50Hz | 96 | 69 | 45 | 66/47/32 | 5.5/4.5/2.8 032 2 273 | 2.885 | 198x143x160 i 1 Lovel 2 1 20
LRP21-70F/120 | 1~230V/50Hz | 150 | 130 | 105| 67/50/37 | 6.3/6.0/5.2 021 1.5 265 | 2.805 | 154x143x153 Leveli1 |
LRP25-70/130 | 1~230V/50Hz | 150 [130 [ 105| 67/50/37 [ 6.3/6.0/5.2 | @25 15 245 | 2605 | 154x143x153 . | .
LRP25-70/180 | 1~230V/50Hz | 150 |130 | 105| 67/50/37 | 6.3/6.0/5.2 | @25 15 257 | 2725 | 198x143x160 o oF f 18 2 28 ¢ o8 4 mh
LRP32-70/180 | 1~230V/50Hz | 150 [ 130 | 105| 67/50/34 | 6.3/6.0/5.2 | @32 2 275 | 2905 | 198x143x160 O 16/ 4o 20;(251 30, o+ 40) v 100! g0 (60 (o5l
LRP25-80/180 | 1~230V/50Hz | 200 | 190 | 160 120/100/60 | 7.1/65/5.5 | @28 15 423 | 457 | 192x170x190 CEpR AT
LRP32-80/180 | 1~230V/50Hz | 270 | 245 | 160 | 167/100/60 | 7.3/6.7/5.4 | 42 2 462 | 496 | 192x170x190
LRP32-80F/220 | 1~230V/50Hz | 270 | 245 160 | 170/113/65 | 7.3/6.7/5.4 | 042 2 475 | 509 [ 192x170x190 LRP20-60/130
LRP36-80F/200 | 1~230V/50Hz | 270 | 245 160 | 170/113/65 | 7.3/6.7/5.4 | ©42 2 757 | 8 | 235x181x207 QH
LRP40-80F/250 | 1~230V/50Hz | 270 | 245 160 | 170/113/65 | 7.3/6.7/5.4 | ©42 2 598 | 636 | 214x170x190 ap
LRP25-120/180 | 1~230V/50Hz | 270 | 245 160 | 67/38/22.5 | 11.5/10/63 | @18 15 827 | 874 | 192x170x190




