
50HzPERFORMANCE

TESTED ACCORDING TO ISO 9906 Annex A

m³/h 0 42 54 64 70 75 80 84 90 96

l / sec 0,00 11,67 15,00 17,78 19,44 20,83 22,22 23,33 25,00 26,67

SS 675/01  3 16 11 11 10 9 8 7 7 6 4

SS 675/02        5,5 32 23 21 20 19 17 15 13 11 9

SS 675/03       7,5 49 34 32 30 28 25 22 20 17 13

SS 675/04     11 65 45 43 40 37 33 30 27 22 17

SS 675/05       15 81 56 53 49 47 41 37 34 28 21

SS 675/06     15 97 68 64 59 56 50 45 40 33 26

SS 675/07     18,5 113 79 74 69 65 58 52 47 39 30

SS 675/08     18,5 130 90 85 79 74 66 60 54 45 34

SS 675/09       22 146 102 96 89 84 75 67 60 50 39

SS 675/10       30 162 113 106 99 93 83 74 67 56 43

SS 675/11      30 178 124 117 109 102 91 82 74 61 47

SS 675/12      30 194 135 128 119 112 99 89 81 67 51

SS 675/13       37 210 147 138 128 121 108 97 87 72 56

SS 675/14      37 227 158 149 138 130 116 104 94 78 60

SS 675/15      37 243 169 160 148 140 124 112 101 84 64

SS 675/16      45 259 180 170 158 149 133 119 107 89 69

SS 675/17      45 275 192 181 168 158 141 127 114 95 73

SS 675/18      45 291 203 191 178 167 149 134 121 100 77
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SS 675/01   3 1020 - - 581 - - 439 - - 93 - - 149 4" 19 - - 11 - - 30 - -

SS 675/02         5,5 1320 1210 - 740 630 - 580 580 - 93 - - 149 4" 25 46 - 14 14 - 39 60 -

SS 675/03       7,5 731 1371 - 10 650 - 721 721 - 93 145 - 149 4" 31 48 - 17 17 - 48 65 -

SS 675/04     11 - 1592 - - 730 - - 862 - 93 145 - 149 4" - 56 - - 20 - - 76 -

SS 675/05         15 - 1783 - - 780 - - 1003 - 93 145 - 149 4" - 60 - - 23 - - 83 -

SS 675/06     15 - 1974 - - 830 - - 1144 - - 145 - 149 4" - 66 - - 26 - - 92 -

SS 675/07     18,5 - 2165 - - 880 - - 1285 - - 145 - 149 4" - 72 - - 29 - - 101 -

SS 675/08     18,5 - 2306 - - 880 - - 1426 - - 145 - 149 4" - 72 - - 32 - - 104 -

SS 675/09       22 - 2547 2526 - 980 930 - 1567 1596 - 145 - 149 4" - 82 121 - 35 38 - 117 159

SS 675/10       30 - 2738 2777 - 1030 1040 - 1708 1737 - 145 - 149 4" - 88 140 - 38 41 - 126 181

SS 675/11      30 - 2959 2918 - 1110 1040 - 1849 1878 - 145 - 149 4" - 98 140 - 41 44 - 139 184

SS 675/12       30 - 3100 3059 - 1110 1040 - 1990 2019 - 145 - 149 4" - 98 140 - 44 47 - 142 187

SS 675/13       37 - 3321 3230 - 1190 1070 - 2131 2160 - 145 - 149 4" - 106 146 - 47 50 - 153 196

SS 675/14       37 - 3462 3371 - 1190 1070 - 2272 2301 - 145 195 149 4" - 106 146 - 50 53 - 156 199

SS 675/15       37 - 3603 3512 - 1190 1070 - 2413 2442 - 145 195 149 4" - 106 146 - 54 57 - 160 203

SS 675/16       45 - 3824 3713 - 1270 1130 - 2554 2583 - 145 195 149 4" - 116 158 - 57 60 - 173 218

SS 675/17       45 - 3965 3854 - 1270 1130 - 2695 2724 - 145 195 149 4" - 116 158 - 60 63 - 176 221

SS 675/18       45 - 4106 3995 - 1270 1130 - 2836 2865 - 145 195 149 4" - 116 158 - 63 66 - 179 224
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